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1.0 Introduction 
 

The Unicorn Computers’ AAC is a 32-bit full-featured access control software operating in Windows 
95, Windows 98, Windows NT 4.0, Windows 2000, Windows ME and Windows XP. It provides 
access control, alarm monitoring and basic time attendance solution at an economical price. 
 
AAC provides a user-friendly user interface to set up and operate the access control system so that it 
requires a minimal time for the installer and the end user to learn and to use the software. 
 
AAC takes full advantage of the flexibility of the Northern Computers’ NS2 and N-1000 series 
controllers. It can support up to eight communication Ports, up to 504 controllers with direct connect 
and up to 504 controllers with dial-up connect. 
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2.0 System Requirements 
 

Hardware 
- NS2, N-1000-II, N-1000-III or N-1000-IV (Access Control Panel) 
- C-100 (RS232 to 20mA Loop Communication Converter) 
- N485-PCI-2 / N485-API-2 (RS232 to RS485 Communication Converter for RS485 Bus) 
- HID Wiegand Proximity Card Reader or compatible 
- HID Wiegand Proximity Card or compatible 

 
Computer 
- 733Mhz Processor, 128 MB RAM, 1 GB Free Hard Drive Space, 2 Serial Communication Ports, 

CD-ROM Drive, 800x600 SVGA Display, Keyboard, Mouse or higher configuration 
 

 Operating System 
- Windows 95, Windows 98, Windows NT 4.0, Windows 2000, Windows ME or Windows XP 
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3.0 Quick Start 
 

3.1 Installation of AAC 
1. Insert the AAC CD disk into your CD-ROM drive. 
2. From the Start button, select Run from the main menu. 
3. Type “ D:\SETUP” in the open text box. (Where “D” is your CD-ROM drive.) Click OK to 

continue. 
4. A AAC installation screen will be displayed. Click OK to continue. (Click Exit Setup to abort 

the installation). 
5. Click the Installation Icon to start the installation or click the Change Directory button to 

change the directory or click the Exit Setup to abort the installation. 

 

Fig. 3.1 
 

3.2 Conversion of AAC from English to other languages 
Copy the file Translat.txt from the corresponding language folder of the AAC installation 
disk to AAC installation directory (c:\program files\aac) if your required language is available 
from the installation disk. Otherwise, you can modify the file Translat.txt for your language 
before copy to the installation directory. 
 

3.3 Opening AAC 
From the Start button, select Programs, AAC Access Control System, and then AAC icon. 
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3.4 First Login 
 Select Login from the Login menu or click Login button. Then, the Login dialog box will 

be displayed. 
Operator ID and Password are required to login for program execution. Enter the Operator 
ID and the Password, and then click OK (or press Enter button on the Keyboard) to 
confirm (Click Cancel to abort the login). If you tick the check box ‘Collect Data from 
Panel(s)’, then AAC will collect all Card Transactions and Point Transactions from all 
local Panels and set the Panels into an Unbuffer Mode so that AAC can monitor the Card 
and Point Transactions in real time. 
The factory-programmed Operator ID is admin and no passwords are required for initial 
login, but you should add password in order to insure the security. 

 
Fig 3.4 

Logout 
Select Logout from the Login menu or click Logout button. 
 

Exit AAC 
Select Exit from the Login menu or click Exit button. 
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3.5 Registration of AAC 
Click License from the AAC main menu. Then, the License dialog box will be displayed. 

 
Fig 3.5 
 

Type in the Registered Name (Your Company Name) and the S/N of AAC. Then, click the 
‘Type in the Registered Name ……’ button and a Registered Code will be displayed. Send 
the Registered Name, S/N and Registered Code to your Installer to get the Registered 
Number. Then type in the Registered Number and click the ‘Type in Registered 
Number …..’ button to register AAC. 
 



AAC User’s Manual 

- 9 - 

4.0 Configurations 
 

4.1 Tips 
Q: What is the proper setup procedure to set up AAC? 
A: Basically, the setup could be divided into three sections (Hardware, Badging and Operator) and it 
can be easily set up by the following sequence. 
1. Hardware -  Port → Loop → Panel ( → Timezone → Holiday → Schedule ) 
2. Badging -  Note Field → Access Level → Card Holder 
3. Operator -  Operator Level → Operator 
 
Hardware: 
It includes the hardware setup of the system. Normally, the installer should be familiar with this 
section and it is not necessary for the end user to learn.  

PORT: 
COM Ports of the system computer used for the Access Control System. AAC can support up to 8 
COM Ports. 
LOOP: 
Communication Loops of the Access Control System. 
One local LOOP will be assigned to one PORT but unlimited dial-up remote LOOPs can be 
assigned to one PORT. 
PANEL: 
The UC-2000, NS2, N-1000-II, N-1000-III or N-1000-IV Panel of the Access Control System. 
Up to 63 PANELs can be assigned to one 20mA LOOP and up to 31 PANELs can be assigned to one 
RS485 BUS. 
 

Badging: 
It includes NOTE FIELD SETUP, ACCESS LEVEL SETUP and CARD HOLDER INFORMATION 
of the system. 
Both the installer and the end user should be familiar with this section. 

NOTE FIELD: 
You may make use of this NOTE FIELD SETUP to predefine the CARD HOLDER’s  general 
information so that you can input CARD HOLDER INFORMATION quickly. 
ACCESS LEVEL: 
It is a predefined level to determine “where” and “when” a CARD HOLDER is valid in the system. 
Basically, unlimited ACCESS LEVEL can be added. 
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CARD HOLDER: 
Up to 24000 CARD HOLDERs can be added to the system, each CARD HOLDER should have an 
ACCESS LEVEL and a unique Card no. from 1 to 65535. 
 

Operator: 
It includes OPERATOR LEVEL SETUP and OPERATOR INFORMATION. 
Both the installer and the end user should be familiar with this section. 

OPERATOR LEVEL: 
It is a predefined level to determine, which function of the AAC can be accessed by the 
OPERATOR. 
OPERATOR: 
Each OPERATOR should have an OPERATOR LEVEL. Basically, unlimited OPERATORs can be 
added to the system. 
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4.2 Hardware 
It includes the hardware setup of the system. Normally, the installer should be familiar with this 
section and it is not necessary for the end user to learn. 
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4.2.1 Port 
 COM Ports of the system computer used for the Access Control System. AAC can support 
up to 8 COM Ports. 
 
Select Port from Configuration menu under Hardware. Then, the main Port dialog 
box will be displayed. 

 
Fig 4.2.1.1 



AAC User’s Manual 

- 13 - 

1. Add Port 
Click Add button and the detail of the Port dialog box will be displayed. 

 
Fig 4.2.1.2 

 
- Port ID (Maximum 25 Characters): Unique name for each Port record. 
- Description (Maximum 40 Characters): Description of the Port record. 
- COM Port: COM Port no., which is assigned to the Port record. 
- Baud Rate (1200bps, 2400bps, 4800bps, 9600bps, 19200bps or 57600bps): 

Baud Rate of the COM Port. Normally, 4800bps is used for 20mA Loop, 
9600bps is used for N485 Bus, 19200bps is used for direct connection of NS2 
Panel and 9600bps for dial-up remote Port. You must make sure the baud 
rate dip switch setting in the Panel matches with the Port Baud Rate 
setup. 

- Remote: Select only if it is a dial-up remote Port. 
- Modem Init String (E0Q0V0&C1&D0S0=1&K0&W0): For dial-up remote 

Port only. This string must be added to the Modem profile of the Modem at 
Computer side and Panel side. 

- Active: Set only if the Port is active. 
 
Click OK button to confirm or click Cancel to abort. 
 

2. Edit Port 
Select the Port record, which you would like to modify. 
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Click Edit button or double click the selected record, then the detail of the Port 
dialog box will be displayed. 
Click OK button to confirm the modification or click Cancel to abort. 

 
3. Delete Port 

Select the Port record, which you would like to delete. 
Click Delete button. 
 

4. Searching 
Select the record field from the ‘Sorted by’ combo box, then type in the searching 
text for searching. 
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4.2.2 Loop 
Communication Loops of the Access Control System. 
One local Loop will be assigned to one Port but unlimited dial-up remote Loops can be 
assigned to one Port. 

 
 Select Loop from Configuration menu under Hardware. Then, the main Loop dialog 
box will be displayed. 

 
Fig 4.2.2.1 
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1. Add Loop 
Click Add button and the detail of the Loop dialog box will be displayed. 
 

Fig 4.2.2.2 
 
- Loop ID (Maximum 25 Characters): Unique name for each Loop record. 
- Description (Maximum 40 Characters): Description of the Loop record. 
- Port ID: Port, which is assigned to the Loop record. 
- Remote: It is used to indicate the Port you have selected as a dial-up remote 

Port. 
- Phone no. (for dial-up remote Loop only): Remote phone number of the Site. 
- Type:  20mA: Using 20mA Loop 

20mA ACK/NCK (for UC-2000 panels only): Using 20mA Loop 
with acknowledge function   

RS485: Using RS485 
RS485 ACK/NCK (not for dial-up remote site): Using RS485 with 

acknowledge function 
- Active: Set only if the Loop is active. 
 
Click OK button to confirm or click Cancel to abort. 
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2. Edit Loop 
Select the Loop record, which you would like to modify. 
Click Edit button or double click the selected record, then the detail of the Loop 
dialog box will be displayed. 
Click OK button to confirm the modification or click Cancel to abort. 

 
3. Delete Loop 

Select the Loop record, which you would like to delete. 
Click Delete button. 
 

4. Searching 
Select the record field from the ‘Sorted By’ combo box, then type in the searching 
text for searching. 
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4.2.3 Timezone Group 
At least one Timezone Group should be added for a system and you should assign one 
Timezone Group for each Panel so that you can assign Timezone to Access Level. 

 
 Select Timezone Group from Configuration menu under Hardware. Then, the main 
Timezone Group dialog box will be displayed. 

 
Fig 4.2.3.1 
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1. Add Timezone Group 
Click Add button and the detail of the Timezone Group dialog box will be 
displayed. 

 

Fig 4.2.3.2 
 
- Timezone Group ID (Maximum 25 Characters): Unique name for each 

Timezone Group record. 
- Description (Maximum 40 Characters): Description of the Timezone Group 

record. 
 
Click OK button to confirm or click Cancel to abort. 
 

2. Edit Timezone Group 
Select the Timezone Group record, which you would like to modify. 
Click Edit button or double click the selected record, then the detail of the 
Timezone Group dialog box will be displayed. 
Click OK button to confirm the modification or click Cancel to abort. 

 
3. Delete Timezone Group 

Select the Timezone Group record, which you would like to delete. 
Click Delete button. 
 

4. Searching 
Select the record field from the ‘Sorted By’ combo box, then type in the searching 
text for searching. 
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4.2.4 Holiday Group 
At least one Holiday Group should be added for a system and you should assign one 
Holiday Group for each Panel if Holiday is required to be considered in the Access Level. 
 
 Select Holiday Group from Configuration menu under Hardware. Then, the main 
Holiday Group dialog box will be displayed. 

 
Fig 4.2.4.1 


